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SELF-CONTAINED ICE CUBE MACHINE

R290

’

FEATURES CARACTER

STICAS

PRODUCES SOLID GOURMET CRYSTAL CLEAR ICE CUBES
PRODUCE CUBITOS GOURMET MACIZOS Y CRISTALINOS

> ELECTRONIC CONTROL THAT ENHANCES THE PERFORMANCE OF THE MACHINE AND ALLOWS IT TO ADAPT TO EXTREME CLIMATES
CONTROL ELECTRONICO QUE MEJORA EL FUNCIONAMIENTO DE LA MAQUINA'Y LE PERMITE ADAPTARSE A CLIMAS EXTREMOS

A3S: ANTI-SCALE SPRAY SYSTEM. THE ITV PATENTED SPRAY SYSTEM WITH FLEXIBLE NOZZLES AVOIDS LIMESCALE DEPOSITS WITH
SMALL VIBRATIONS

> A3S: ANTI-SCALE SPRAY SYSTEM. EL SISTEMA DE SPRAY ELASTICO PATENTADO POR ITV EVITA LOS PEQUENOS DEPGSITOS DE CAL
MEDIANTE VIBRACION

> SMART FRONT VENTILATION SYSTEM (SFVS) ALLOWS BUILT-IN INSTALLATION OF THE UNIT )
EL SISTEMA INTELIGENTE DE VENTILACION FRONTAL (SFVS) PERMITE LA INSTALACION EMPOTRADA DE LA MAQUINA

CLEANING SWITCH: DISCONNECTS THE COOLING SYSTEM WHILE CIRCULATING WATER WITH DESCALING PRODUCT (CALKLIN OR SIMILAF
» BOTON DE LIMPIEZA: DESCONECTA LA EL SISTEMA DE REFRIGERACION AL RECIRCULAR EL AGUA CON EL DESINCRUSTANTE (CALKLIN O
SIMILAR)

“NEVER STOP" MOTOR PUMP DEVELOPED BY ITV. ITS DESIGN WITHOUT SEALS PREVENTS FROM DETERIORATION IN HARD WATER
BOMBA “NEVER STOP” DESARROLLADA POR ITV. SU DISENO SIN RETENES EVITA EL DETERIORO EN AGUAS DURAS

EASI: EASY ACCESS FOR SERVICE & INSTALLATION. ALL PANELS CAN BE DISASSEMBLED SEPARATELY
p EASI: EASY ACCESS FOR SERVICE & INSTALLATION. FACIL ACCESO A CUALQUIER PUNTO YA QUE TODOS LOS PANELES PUEDEN SER
DESMONTADOS DE FORMA INDEPENDIENTE

ON/OFF LIGHTED ROCKER SWITCH / PCB MOUNTED AT THE BOTTOM
> INTERRUPTOR LUMINOSO DE FUNCIONAMIENTO ON-OFF/ PLACA ELECTRONICA MONTADA EN LA PARTE INFERIOR

MAQUINAS TROPICALIZADAS (CLASET) / PATAS DE ALTURA AJUSTABLE DE 105MM A 155MM

NATURAL GAS R290 WITH VERY LOW GLOBAL WARMING POTENTIAL WHICH ALSO REDUCES THE ENERGY CONSUMPTION

GAS NATURAL R290 CON MUY BAJO INDICE GWP EL CUAL TAMBIEN REDUCE EL CONSUMO ENERGETICO A3s EASI STIF
Anti-scale Easy Strong
spray Access for Inox

STIF: STRONG INOX FABRICATION. SOLID STRUCTURE SUPPORTED IN 4 STEEL COLUMNS. AISI 304 STAINLESS STEEL BODY % shstem % netaieton @ Frame

FRONT
VENTILATION

TROPICALIZED MACHINES (T CLASS) / HEIGHT ADJUSTABLE LEGS FROM 105MM TO 155MM

STIF: STRONG INOX FABRICATION. SOLIDA ESTRUCTURA SOBRE 4 COLUMNAS. CARROCERIA EN ACERO INOXIDABLE AISI 304

SILENT

STRONGEST DOOR OPENING SYSTEM PATENTED BY ITV. DOOR MADE IN STAINLESS STEEL AlSI 304 RAIN

» SISTEMA DE APERTURA MAS ROBUSTO DEL MERCADO. PUERTA HECHA EN ACERO INOXIDABLE. SISTEMA DE APERTURA Y AMORTIGUACION 000
PATENTADO POR ITV
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TECHNICAL SCHEME ESQUEMA TECNICO

SPRAY SYSTEM

ADN 114

SISTEMA DE DUCHAS
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* All measurements in mm.
* Todas las cotas en mm

PRODUCTION 50Hz PRODUCCION 50 Hz
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MODELS +c° ASHRAE CONDITIONS T ke @ 1Ol
_p0 CONDICIONES ASHRAE - 100 Kg HEAT REJECTED
MODELOS Clow @wh | wase | (n) FUSE | (Kwh) oy | W Guh | Ky | (ko (m)
ADN 114 A § 1266 4322 440 3 10 14,90 59 884  3.018 56 61 0,41
ADN 114 W & 1266 4322 420 3 10 14,20 305 884  3.018 56 61 0,41
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